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must be a means that indicates the sta-
tion called.

(i) Each connection box must meet at
least Type 4 or 4X of NEMA 250 or IP 56
of TEC 60529.

(j) Voice communication cables must
run as close to the fore-and-aft center-
line of the vessel as practicable.

(1) No cable for voice communication
may run through any space at high
risk of fire such as machinery rooms
and galleys, unless it is technically im-
practicable to route it otherwise or it
must serve circuits within those
spaces.

(2) Each cable running through any
space at high risk of fire must meet
IEC 60331-11 and IEC 60331-21 (both in-
corporated by reference; see 46 CFR
110.10-1).

(k) If the communications system
uses a sound-powered telephone, the
following requirements also apply:

(1) Bach station except one regulated
by paragraph (d) of this section must
include a permanently wired handset
with a push-to-talk button and a hang-
er for the handset.

(2) The hanger must be constructed
so that it holds the handset away from
the bulkhead and so that the motion of
the vessel will not dislodge the
handset.

(3) Each talking circuit must be elec-
trically independent of each calling
circuit.

(4) No short circuit, open circuit, or
ground on either side of a calling cir-
cuit may affect a talking circuit.

(6) Each circuit must be insulated
from ground.

[USCG-2003-16630, 73 FR 65201, Oct. 31, 2008]

Subpart 113.35—Engine Order
Telegraph Systems

§113.35-1 Definitions.

As used in this subpart:

(a) Indicator means an instrument in
the engine room to receive and ac-
knowledge engine orders; and

(b) Transmitter means an instrument
to send engine orders to the
engineroom and receive acknowledge-
ment from the engineroom.

§113.35-5

§113.35-3 General requirements.

(a) Each self-propelled vessel, except
as provided in paragraph (d) of this sec-
tion, must have an electric or mechan-
ical engine order telegraph system
from the navigating bridge to the
engineroom.

(b) On a vessel with more than one
propulsion engine, each engine must
have this system.

(c) On a double-ended vessel that has
two navigating bridges, this system
must be between the engineroom and
each navigating bridge.

(d) If a small vessel has no engine
order telegraph system between the
navigating bridge and the engineroom,
the propulsion plant must be con-
trolled entirely from the navigating
bridge, with no means of normal engine
control from the engineroom.

(e) On vessels equipped with pilot-
house control, each local control sta-
tion in the engineroom must have an
indicator if:

(1) Manual operation from the local
control station is an alternative means
of control; and

(2) The local control station is not
immediately adjacent to the
engineroom control station; and

(3) Reliable voice communication and
calling that meets the requirements of
§113.30-5(h) is not provided.

(f) Engine order telegraph and remote
propulsion control systems must be
electrically separate and independent,
except that a single mechanical oper-
ator control device with separate
transmitters and connections for each
system may be used.

[CGD 74-125A, 47 FR 15272, Apr. 8, 1982, as
amended by CGD 81-030, 53 FR 17847, May 18,
1988; CGD 94-108, 61 FR 28290, June 4, 1996]

§113.35-5 Electric engine order tele-
graph systems.

(a) Bach electric engine order tele-
graph system must have transmitters
and indicators that are electrically
connected to each other.

(b) Each engineroom indicator must
be capable of acknowledgment of or-
ders.

(c) There must be an audible signal
at each instrument. The signal at both
locations must sound continuously
when the transmitter and the indicator
do not show the same order.

253



		Superintendent of Documents
	2014-08-26T16:01:02-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




